
Owner’s Manual and Installation Instructions

                GES-NX25IN
                GES-NX35IN
                GES-NX50IN

3

4

14

11

PARTS AND FUNCTIONS

OPERATION

INDOOR UNIT INSTALLATION

MAINTENANCE

TROUBLE SHOOTING 15

Write the model and serial
numbers here:

Model # _________________________

Serial # ____________________________

                GES-NX25IN M
                GES-NX35IN M

1SAFETY  INFORMATION

SPECIFICATIONS 16

                GES-NX1H25IN
                GES-NX1H35IN

              GES-NX2G25IN
              GES-NX2G35IN
              GES-NX2G50IN
              GES-NX2G70IN

GES-NX2G25IN M
  GES-NX2G35IN M



  
    


          
         
         

        
    

       
      
 

        
        
   




      
        
        
       
        

        

       
      
         

      
       
         
      
    

 

  

                    
          

  

 

 

  

  

 











       
     

       
   
      
       
        
 
 
 
  
        
   
     
  

      
 
   

    
        
 

         
     
  
      
   
      







     
     

       
     
       
     

        
       
 

     
       
        


        

        
       
       
      
        
 

   
  

   

  
    


    

   
    
       
   

   

  
  



    
  
   
 
     
   


    
       
 

   





Parts and Functions
Indoor Unit

Outdoor Unit

Remote controller

 OUTLET CONNECTING PIPING 
AND ELECTRICAL WIRING

 INLET  DRAIN HOSE

4

1.

2.

3.

4.

5.
.6

8.
7.

9.
10.

11.

12.

14.

13.

3

NOTE:
a. Humidity display is unavailable
b. If the model you buy has a WIFI function, press the“ON/OFF”
    button for 5s to emit the WIFI binding signal. Once in the
    binding mode, the APP will show how to bind.

Actual inlet grille may vary from the one shown in the 
manual according to the product purchased

Please be subject to the actual produce purchased the 
above picture is just from your reference

Display board

Signal receiver hole

4

2

3

1

(Lights up when unit starts.)

1
COOL

HEAT

TEMP

TEMP

FAN

FAN SPEED AUTO

AUTO AUTO

TIMER OFF
HOUR

ON

Inlet11Inlet grille22

Outlet33

Air Purifying Filter
(inside)

54

(adjust left and 
ow)

Vertical blade

right air fl

66 (inside)
Horizontal flap

(adjust up and down air flow
  Don't adjust it manually)

7

Emergency
 Switch

8

display board(two types) 
(inside)

45

1

2

3

4

5

6

7

8

9

10

11

12

13

14

HEAT button

COOL  button

Used to set HEAT operation.

Used to set COOL operation.

QUIET button

noitcnufhcaefoyalpsiD
status

Operation mode display

TEMP display

Humidity  display
FAN SPEED display 

SWING display 
Swing up/down display 
swing left/right display

TIMER ON display 
TIMER OFF display 
ON / OFF button

 button

 button

pressed, temp. setting 
increases 1ºC.

pressed, temp. setting 
decreases 1 ºC.

Signal sending display

2 3 4

Power indicator

Timer mode indicator 
(Lights up when Timer operation is selected.)

Timer mode indicator 
(Lights up when the compressor is on.) 

Display board 

2
3

Signal receiver 1

 Ambient temp.display

2

3

Operation mode indicator
(lights up when the compressor is on.)

1

                GES-NX25IN
                GES-NX35IN
                GES-NX50IN

                GES-NX25IN M
                GES-NX35IN M                GES-NX1H25IN

                GES-NX1H35IN

              GES-NX2G25IN
              GES-NX2G35IN

              GES-NX2G50IN
              GES-NX2G70IN

                GES-NX2G25IN M
                GES-NX2G35IN M



Operation

Note:
The distance between the signal transmission head and 
the receiver hole should be within 7m without any obstacle 

change-over wireless telephone is installed in the type 

in receiving the signals, so the distance to the indoor unit 
should be shorter.
Full display or unclear display during operation indicates the 
batteries have been used up. Please change batteries. 
If the remote controller can’t run normally during operation, 
please remove the batteries and reload several minutes later

Hint:
Remove the batteries in case unit won’t be in usage for 
a long period.

4

QUIET

COOL

HEAT

TEMP

TEMP

FAN

SMART

    HEALTH
AIRFLOW

POWER

LIGHT

CODE

DRY

FAN
MODE

SLEEP

LOCKTIMER

CONFIRM

/CANCEL

FAN SPEED AUTO

AUTO AUTO

TIMER OFF
HOUR

ON

SWING

15

16

17

18 19

20
21
22
23
24
25

26

15.

16.

18. SMART button 
Used to set SMART
operation.

17.

POWER button 

19. DRY button

Used to set DRY operation.

LIGHT button
Control the lightening and 
extinguishing of the indoor 
LED display board.

HEALTH AIRFLOW button

20. SWING  button

21.

26.

25.

24.

23.

22.
FAN MODE  button 

CODE  button 
A-b yard

SLEEP button

 buttonTIMER

 buttonLOCK

 buttonCONFIRM/CANCEL

Inner side of the controller

Loading of the battery

Remove the battery cover;

1

Load the batteries as illustrated. 2 R-03 batteries, 
resetting key (cylinder); 
Be sure that the loading is in line with the “+”/“-”;

Load the battery, then put on the cover again.

2

3

HEALTH

HEALTH button only for the model:
GES-NX2G25IN  GES-NX2G35IN
GES-NX2G50IN  GES-NX2G70IN

ATTENTION:

The water-ion generator in the 

airconditioner can generate a lot 

of anion ef fectively balance the 

quantity of position and anion in 

the air and also to kill bacteria 

and speed up the dust sediment
in the room and finally clean the 

air in the room.

Press HEALTH
button

For each press,  is displayed 
Air conditioner starts health anion 

function operation.

(This function is only available for 

some models )

Press HEALTH button for twice press, 

disappears, the operation stops.

When indoor fan motor is running, it has healthy 
process function. (It’ s available under any mode) 
When the fan in the indoor unit does not work, the 
health lamp lights up, but the anion generator does 
not release anion.

HEALTH Operation

GES-NX2G25IN M  
GES-NX2G35IN M  




 



 







 











  



 

  





































 







































 



















  


  



 





 












































 









  


























     

















 

 



 





  
  
 




 





























































































 




 



































































 
    



 





  

  

  






















 




    
   

















 






  






































































 

















 

 






































 







 

 



 

 

 










































 

 



  

     










  
  
   








 

 
 














 





































































 

 

  



  












 
 
  
   
 
 
 



 














































 

   


 













 








        

         


  








  






  








  




  

    
 

     
    

 

  

        
            

           

         

      
       



         
       

       
   
      
       
          



       
        
  
            
         


             

              

 


  

  

  


  

  


 








  

  

  

    
    





  







      

       

 

            
       
         
        
  




  
 




   



Indoor Unit Installation

Make  holes of 60 mm in diamet er.
Ins tall piping hole cove r and sea l it off with putty after installation

F itting of the Mounting P late and Positioning of the wall Hole

Making a Hole on the Wall

Indoor side Outdoor side

Ø 60mm

Wall hole

Thickness of wall

( S ection of wall hole)

12

1. Fix mounting plate on the wall horizontally.
2. Positoning the piping hole at position shown at figure.

The different shape of mounting plate has its position.

1.
2.

A=170mm C=120mm

B=    60mmB=    60mm

1 2

34

3. F asten securely the plate with stee l nails o f the reference holes 1, 2 , 3

4. Che ck carefully to make sure the installation s ecure.

Preparation of indoor unit body

1

2

3

1. Take out cushion blocks on the left     and right angle beads as shown in 

    the following . The cushion blocks are no longer used.

2. Remove 2 cushions between the     cross-flow fan and the casing 
    3. There are 3 virtual segments on the case. Select the required virtual
         segment on the case  according to the piping outside direction .
         Remove it  by hands and clean the burr to let the power cable (with the plug) 
        pass through. 

Preparation of piping and conne cting wiring4

1

Cut the connecting wirings 1.5m longer than the pipe length.

Cut the pipes a little longer than measured distance.

Measure the distance between the indoor and the 
outdoor unit.

Use the accessory piping kit or the pipes.

Cut the pipes and cables 

Turn the pipe end down to avoid the metal 
powder entering the pipe.

2 Remove the burrs 

3

Insert the flare nuts,mounted on the connection

Fit the copper end into the Bar of flare tool

Flare the pipe end.

Flaring the pipe.

Conne ction of piping5

1.Align the center of the piping and sufficiently tighten

2.Finall y, tighten the flare nut with torque wrench until
the wrench clicks.
When tightening the flare nut with torque wrench ,
ensure the direction for tightening follows the arrow
on the wrench. 

and 4. In case of left rear piping, please find the wall hole location A.
In case of right rear piping, please find the wall hole location C.

    500

    144     70     183

    500

   76

          60mm           60mm           60mm           60mm

 GES-NX25IN                GES-NX35IN GES-NX1H25IN                 GES-NX25IN M                GES-NX35IN M

                GES-NX50IN  GES-NX2G50IN GES-NX2G70IN

     GES-NX1H35IN GES-NX2G25IN GES-NX2G35IN                 GES-NX2G25IN M                GES-NX2G35IN M





      














 

        

      

  

  

   




               
          

               

            

             
             
 

  



     

             

        

     

 

 

   

  

        

        

      

        

         

       

        

 

      
       
    

   
    
 
  
        

       
      



                      

             

      





          
       
            
    
        
            
           
    
         
     
     


          
              



     

 

 

 

 

 

 
 

  



 
  


  


   

    
  

    
    

 

   
  
 

  
 
 




  





    


   
 

       
      
   

    

     
 

 


  
  
   

  



     

    

   

    
 

     
    

      
     

        
   
      
  

  



   
       
  

      
      
     
      
     
  

  
      
   

   

  

    

         
       

           
        

          
         

      
   

      

     
      

        
   

 


 





    
  



    
      


























 





 













 

 

 

  

























 

 

 





 















 





 



 

 

 






















 





 










 


 








 



























 
















 





 












 



 








  

 


 




 

 

 
 

  







 

 





4

5

15

12

16

2

17

1

                GES-NX35IN
                GES-NX50IN
                GES-NX25IN M
                GES-NX35IN M

                GES-NX1H25IN
                GES-NX1H35IN

              GES-NX2G25IN
              GES-NX2G35IN
              GES-NX2G50IN
              GES-NX2G70IN

                GES-NX25IN

                GES-NX2G25IN M
                GES-NX2G35IN M
























 




























 






















4

1.

2.

3.

4.

5.
6.

8.

7.

9.
10.

11.

12.

14.

13.

4

:
a.
b. WIFI,

N
WIFI

4

2

3

1

1

COOL

HEAT

TEMP

TEMP

FAN

AUTO

AUTO AUTO

OFF
HOUR

ON

1122

33

54

66
7

8

45

1

2

3

4

5

6

7

8

9

10

11

12

13

142 3 4

-

                GES-NX25IN
                GES-NX35IN
                GES-NX50IN

                GES-NX25IN M
                GES-NX35IN M                GES-NX1H25IN

                GES-NX1H35IN

2

3

1

2

3

1

( )

              GES-NX2G25IN
              GES-NX2G35IN

              GES-NX2G50IN
              GES-NX2G70IN

              GES-NX2G25IN M
              GES-NX2G35IN M



5

COOL

HEAT

TEMP

TEMP

FAN

SMART

    HEALTH
AIRFLOW

POWER

LIGHT

CODE

DRY

FAN
MODE

SLEEP

LOCKTIMER

CONFIRM
/CANCEL

AUTO

AUTO AUTO

OFF
HOUR

ON

SWING

15

16

17

18 19
20
21
22
23
24
25

26

1

2

3

,

,
,

,

HEALTH

,

,

.

,
( ).

, ,
.

GES-NX2G25IN M
GES-NX2G35IN M

























 











 























 



















 



















































































 











































 











 





















































































 

















 
































 


 



  




 

 


































































 







 












































 



 
 

 
  





 











Ø60mm

13

1.
2.
1.
2.

A=170mm C=120mm

B=    60mmB=    60mm

1 2

34

3.

4.

1

2

3

1.

    3.

4

1

2

3

5

.

-

.

-
-
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    500

   76

          60mm           60mm           60mm           60mm

 GES-NX25IN                GES-NX35IN GES-NX1H25IN                 GES-NX25IN M                GES-NX35IN M

                GES-NX50IN  GES-NX2G50IN GES-NX2G70IN

       GES-NX1H35IN GES-NX2G25IN GES-NX2G35IN                GES-NX2G25IN M                GES-NX2G35IN M
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